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The kit has been designed to give great versatility of use to the 
portable boring machines of the Supercombinata series, by 
allowing to perform internal threading from Ø 120 mm to Ø 350 mm.

MODELS

KFL00928 SC1 Ø 120 - 350 mm (4,72" - 13,78")

KFL00927 SC2 / SC3 Ø 120 - 350 mm (4,72" - 13,78")
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THREADING





KFL00927
Working range:

D.min = 120 mm;

D.max = 350 mm;

Max. machinable length = 550 mm

Possible ISO metric threads: 1,75 - 2 - 2,5 - 3
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KFL00927
Range di lavorazione:
Dmin = 120 mm;
Dmax = 350 mm;
Lunghezza max lavorabile = 550 mm
Filettature a passo metrico ISO realizzabili: 1,75 - 2 - 2,5 - 3
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KFL00928
Working range:

D.min = 120 mm;

D.max = 350 mm;

Max. machinable length = 550 mm

Possible ISO metric threads: 1,75 - 2 - 2,5
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max 1717
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KFL00928
Range di lavorazione:
Dmin = 120 mm;
Dmax = 350 mm;
Lunghezza max lavorabile = 550 mm
Filettature a passo metrico ISO realizzabili: 1,75 - 2 - 2,5
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